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CAT LADDER SYSTEMS
Self Assembly Cat Ladder System :

Ridgeway's permanent cat ladder system is of a safe, simple modular design offering individual 
parts which bolt together to form a complete ladder kit. Parts are usually kept in stock for quick 
delivery or can be supplied as a complete ladder once the floor to floor dimension is given. This 
system tries to eliminate the need for expensive site surveys and the preparation of detailed 
drawings, which add to delivery time.

Health & Safety:
The unique design and production of cat ladder components are BS compatible for the health and 
safety conscious.

Flexible:
Cat ladders are usually available 
”off the shelf” and are so flexible it 
will solve virtually any access 
problem.

Easy to install:
Cat ladders are straightforward 
to install.

Available in:
GRP, stainless steel, galvanized steel
and aluminum.

Supplied in “flat-pack” form for ease of
transportation thus lending itself to
export projects.



Guardrail Engineering Ltd.  · tel. 01902 871208 
www.guardrailgroup.com · Email: sales@guardrailgroup.com
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System Components:

ItEM AX4
Extension to Floor

ItEM AX8
top Hoop

ItEM AX9
Lower Hoop

ItEM AX11
top Cage

Strap

ItEM AX12
Lower Cage

Strap

ItEMS AX13 & 14
Cage Splices        

ItEM AX6
Ladder Foot

ItEM AX10
Splice Plates

ItEM AX7
Ladder Stay

ItEM AX5
top Step

ItEM AX3
Ladder Extension

ItEM
AX6

ItEM AX1
Long Ladder

Section
2500mm

ItEM AX2
Short Ladder

Section
1250mm

REQUIRED FOR 
BS EN 14122
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Ladder Assembly Detail:

NOTE
CUP HEAD BOLTS TO EXTENSIONS 
PIECES ABOVE FLOOR LEVEL TO BE
FITTED TO THE INSIDE 
OF THE LADDER

NOTE
CUP HEAD BOLTS TO LADDER
SECTIONS TO BE FITTED TO 
THE OUTSIDE OF THE LADDER

NOTE
THE LONGER CUP HEAD BOLTS
ARE TO BE USED WHEN CONNECTING
3 No THICKNESSES OF MATERIAL
TOGETHER

AX10 
SPLICE

AX3
EXTENSION

AX4
EXTENSION
TO FLOOR

AX5
TOP STEP

AX7
STAYS

AX6
FEET

AX1/AX2
LADDER

SECTIONS
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Cage Assembly Detail:

NOTE

THE LONGER CUP HEAD BOLTS

ARE TO BE USED WHEN CONNECTING

3 No THICKNESSES OF MATERIAL

TOGETHER

AX9

AX11

CAGE SPLICE

ASSEMBLY

AX11 TOP

STRAPS

AX12

STRAPS

AX13

AX12

M12 X 40 CUP

HEAD BOLTS

M12 X 50 CUP

HEAD BOLTS

NOTE

FOR AX8 HOOPS THE CUP HEAD

BOLTS ARE ALWAYS FITTED TO 

INSIDE OF LADDER

AX8

AX9

NOTE

FOR AX9 HOOPS THE CUP HEAD

BOLTS ARE ALWAYS FITTED TO 

OUTSIDE OF LADDER

AX14

AX9

AX8

OPTIONAL FULL

HEIGHT GATE

FULL
HEIGHt GAtE

CLIMB REStRICtIOn PLAtES ARE 
AVAILABLE

Gates are a mandatory 
requirement for  
BS EN ISO 14122
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Typical examples - for approx 2000, 2500 or 3500 mm rises:

5 No AX11  
STRAPS 

AX4 

AX3 

AX6 FEET 

AX5 TOP STEP 

AX6 FEET 

AX3 

AX5 TOP STEP 

AX6 FEET 

5 No AX11  
STRAPS 

AX4 

AX6 FEET AX6 FEET 

AX4 

5 No AX11  
STRAPS 

AX3 

AX6 FEET 

AX5 TOP STEP 

5 No AX12  
STRAPS 

AX13/AX14 
SPLICE

CUT DOWN MAIN LADDER 
SECTION AT BASE TO SUIT 

2500 OPTIMUM 
2200 MIN 
3000 MAX 

AX10 
SPLICE

AX7 STAYS 

AX8 

AX1 

CAN BE FITTED 
TO ANY HOLE 

IN LADDER TO SUIT 
REQUIREMENTS 

TYPICAL EXAMPLE FOR APPROX 2000mm RISE 
(2000 TO 2300 mm) 

CUT STRAPS 
TO SUIT 

AX8 

CUT TO 
SUIT

AX8 

AX10 
SPLICE

CUT TO 
SUIT

CAN BE FITTED 
TO ANY HOLE 

IN LADDER TO SUIT 
REQUIREMENTS 

AX9 

AX1 
2500 OPTIMUM 

2200 MIN 
3000 MAX 

AX7 STAYS 

CUT DOWN MAIN LADDER 
SECTION AT BASE TO SUIT 

AX8 

24
00

 U
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O 
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TYPICAL EXAMPLE FOR APPROX 2500mm RISE 
(2400 TO 2700 mm) 

DRILL FOR 
LOWER HOOP 
OR USE TOP 
STEP HOLES 

AX8 

2500 OPTIMUM 
2200 MIN 
3000 MAX 

AX10 
SPLICE

AX1 

AX7 STAYS 
CAN BE FITTED 

TO ANY HOLE 
IN LADDER TO SUIT 

REQUIREMENTS 

CUT DOWN AX2 LADDER 
SECTION AT BASE TO SUIT 

TYPICAL EXAMPLE FOR APPROX 3500mm RISE 
(3300 TO 3800 mm) 

33
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AX
 

AX8 

AX9 
CUT TO 

SUIT

AX9 

AX2 

AX10 
SPLICE

CUT TO 
SUIT

CUT TO 
SUIT

CUT TO 
SUIT

RE-DRILL FOR 
TOP HOOP IF REQ

240
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Typical examples - for approx 3000 & 4000 mm rises:
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Typical examples - for approx 4500 & 5500 mm rises:
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CAT LADDER SYSTEMS

UK:- 
103 Airport Road West
Belfast
BT3 9ED
Tel: +44 (0) 28 9045 4599

Ireland:- 
Units 1&2 Greene Park
Ratoath Road
Ashbourne
Co. Meath
A84 XD98
Tel: +353 (01) 802 7173

Email: -
info@ridgeway-online.com

Web:- 
www.ridgewayindustrial.com
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